
 HERCVLITE Series Panels 

Get the strength of HERCVLITE 

Since the introduction of modular vaults in the 70’s there has been a need in the marketplace for a 
“concrete” lightweight vault panel in all U.L. classes. Lightweight panels are normally required for high-rise 
buildings and where heavy equipment cannot be used for the installation. 

Not until recently have materials become available that would allow the manufacturing of both a thin and 
light weight version using “concrete.” The “concrete” used for HERCVLITE panels is UHPC or Ultra High  
Performance Concrete. Only recently has UHPC been able to be produced outside the laboratory. Using this 
blend enables our engineering staff to tailor the concrete allowing for the extremely durable, strong 
“concrete” required for security barriers while producing less volume. The process of both mixing and  
manufacturing these panels is extremely technical and requires an educated, dedicated and well-trained 
staff. 

Although compressive PSI strength is only one factor to be considered concerning security of the panels, the 
HERCVLITE panel has 2 - 2 1/2 times greater PSI than the AEGVS (concrete) series. 

 www.wilsonsafe.com   •   (800) 345-8053   •   info@wilsonsafe.com 

HERCVLITE Series 

Class M:  2” Thick, 28 lbs. per sq. ft. 

 *Std. Panel Width 24”  

 

Class 1:  2 1/4” Thick, 32 lbs. per sq. ft. 

 *Std. Panel Width 24” 

 

Class 2:  3 1/2” Think, 49 lbs. per sq. ft. 

 *Std. Panel Width 24” 

 

Class 3:  6 1/2” Think, 91 lbs. per sq. ft. 

 *Std. Panel Width 24” 

 

When space and weight are a major 
concern, HERCVLITE is the answer! 

Strength and security in a new lightweight format 



 HERCVLITE Series 

Safety, Strength & Dependability 

The HERCVLITE Class M panel is the 
thinnest modular vault panel on the market today. 
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Why Choose HERCVLITE? 
Simple – HERCVLITE offers all the dependability 
you have come to know from our modular vault 
panels, combined with ultra high performance 
concrete in a lighter, thinner model. 

Security has just become thinner, lighter and 
stronger all at the same time.  

Top Features 

• U.L. Rated: Class M, Class I, Class II, 
and Class III 

• Panels are thinner than the AEGVS 
Series & VISION Series 

• Panels weigh less than AEGVS Series 
panels 

 HERCVLITE VISION AEGVS 

U.L.  
Class 

HERCVLITE 
SERIES UHPC  

VISION SERIES 
ORGANIC 

TRADITIONAL  

AEGVS SERIES 
CONCRETE 

TRADITIONAL  

 Thickness / lbs. per sq. ft.  Thickness / lbs. per sq. ft.  Thickness / lbs. per sq. ft.  

M 2” 28 lbs. 3 1/2” 23 lbs. 3” 40 lbs. 

1 2 1/4” 32 lbs. 5 1/2” 29 lbs. 4” 55 lbs. 

2 3 1/2” 49 lbs. 9 1/2” 44 lbs. 6” 82 lbs. 

3 6 1/2” 91 lbs. 12” 75 lbs. 9” 125 lbs. 

Note: The standard panel length limit is set at 14’ for all classes due to access and 

installation considerations. 


