
•	 SPECIAL FEATURES: 2 hour, 350°F factory  
fire rating

•	 BODY & DOOR: Multi-layered structure  
that combines outer and inner steel plates, 
reinforced steel bars and monolithic casting  
of specialized concrete mixed with ISM’s 
unique anti-penetration composite material. 
Both body and door are reinforced with  
ISM’s patented anti-penetration alloy grid.

•	 BOLTS & LOCKING MECHANISMS: Three-way 
active boltwork. Double-action locking  
mechanism. Glass plate relocking protection  
on all locks.

•	 LOCKS: Two UL approved locks.  
Mechanical or digital combination lock  
and a high security key lock.

•	 INTERIOR FITTING: Adjustable removable 
shelves. A hole for an alarm system  
connection - optional.

When you need an excellent 
defense against forced entry,  
the Ultra Vault provides  
30 minutes of protection on all 
six sides from burglar’s favorite 
tools – everything from hammers 
and chisels to grinding wheels 
and carbide-tipped drills.

Service You Deserve, Tradition You Trust

SINCE 1905

Ultra Vault TL-30x6
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	 *	 Weight tolerance - 5%
	 **	 Dimensions tolerance - ±0.5’’
	 ***	 Add 2’’ to outside depth for 3-spokes operating handle
	**** 	Add 3.55’’ to outside depth for pull-handle

COLORS

RAL 9010

ADD-ONS

•	 Left Swing - Optional (Special order, no upcharge)
•	 Preparation (only) for movement time-lock (No charge, by request)
•	 Custom interior secured compartments (By request)
•	 Additional shelves (By request)

RAL 7040 RAL 7016 RAL 9005

SPECIFICATIONS

		  Inside Dimensions	 Outside Dimensions	 Volume	 Weight*	 Door Swing		

	
MODEL

	 H 	 W 	 D 	 H 	 W 	 D 	 Cu Ft 	 Lbs 	 A 	 B 	 C	
Shelves

	 UV251916	 25	 19	 16	 31.5	 25.5	 27	 4.4	 1370	 19	 51	 47	 1

	 UV342018	 34	 20	 18	 40.5	 26.5	 29	 7.1	 1800	 20	 54	 49	 1

	 UV462018	 46	 20	 18	 52.5	 26.5	 29	 9.6	 2220	 20	 54	 49	 2

	 UV592018	 59	 20	 18	 65.5	 26.5	 29	 12.3	 2670	 20	 54	 49	 3

	 UV683626	 68	 36	 26	 74.5	 42.5	 37	 36.8	 4690	 36	 78	 81	 4

Ultra Vault TL-30x6

UV25-19-16 UV34-20-18 UV46-20-18 UV59-20-18 UV68-36-26


